
NOTES
- Seals standard & heavy-duty leads up to Ø12mm.
- Store open in a clean, dry place.
- Differences between temperature, pressure and humidity inside and 

outside the unit will lead to condensation. Remove condensation / 
moisture with a clean dry cloth.

LEGAL
- Statutory warranties apply. In case of warranty claim please contact 

place of purchase. Manufacturer’s liability limited to purchase-price 
of product.

- Intellectual property protected.

WARNINGS
- Turn power off before connecting/disconnecting!
- Only insert dry leads into dry unit with dry hands!
- Do not operate frozen seals: thaw before opening / closing!
- Do not expose to solvents, harsh chemicals, etc.!
- Do not use in hazardous areas &/or in the presence of explosive 

materials, gases, vapours, etc.!
- Do not use if seals, housing or clips are missing or damaged!
- Do not immerse! Do not bury!
- Do not disassemble!
- Temporary use only, not for permanent installation!

Paper
Packaging

X2 WEATHERPROOF
CONNECTOR PROTECTOR
IP55 Weatherproof & UV resistant
IK08 Impact resistant
Mfgr.# 34598 (0.2kg)
Made in Australia

Ampfibian Pty Ltd
3/33 Southern Cross Drive
Ballina NSW 2478 Australia
ampfibian.com.au
ampfibian.co.nz

CONNECTOR
PROTECTOR

Weatherproof

Weatherproof (IP55 & UV)
Seals Regular & Heavy-Duty Leads

Super Tough Clear Polycarbonate Housing
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